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POLY V

STANDARD

Courroie poly V
Structure en élastomère pour une adhérence optimale. Dos en 

«J» - pas 2.34mm - Courroie de 190 dents. Vendue à la dent.

Code Réf Long.
W073256 254J    LA DENT 254mm
W073257 267J    LA DENT 267mm
W073259 305J    LA DENT 305mm
W073260 330J    LA DENT 330mm
W073261 356J    LA DENT 356mm
W073262 381J    LA DENT 381mm
W073263 406J    LA DENT 406mm
W073264 432J    LA DENT 432mm
W073265 457J    LA DENT 457mm
W073266 483J    LA DENT 483mm
W073267 508J    LA DENT 508mm
W073268 559J    LA DENT 559mm
W073269 610J    LA DENT 610mm
W073270 660J    LA DENT 660mm
W073271 711J    LA DENT 711mm
W073272 723J    LA DENT 723mm
W073273 762J    LA DENT 762mm
W073274 813J    LA DENT 813mm
W073275 864J    LA DENT 864mm
W073276 914J    LA DENT 914mm
W073277 960J    LA DENT 960mm
W073278 1016J   LA DENT 1016mm
W073279 1080J   LA DENT 1080mm
W073280 1092J   LA DENT 1092mm
W073284 1130J   LA DENT 1130mm
W073286 1150J   LA DENT 1150mm
W073287 1168J   LA DENT 1168mm
W073288 1200J   LA DENT 1200mm
W073289 1222J   LA DENT 1222mm
W073290 1233J   LA DENT 1233mm
W073291 1244J   LA DENT 1244mm
W073292 1270J   LA DENT 1270mm
W073293 1280J   LA DENT 1280mm
W073294 1301J   LA DENT 1301mm
W073295 1315J   LA DENT 1315mm
W073296 1321J   LA DENT 1321mm
W073297 1355J   LA DENT 1355mm
W073298 1372J   LA DENT 1372mm
W073299 1397J   LA DENT 1397mm
W073300 1428J   LA DENT 1428mm
W073301 1473J   LA DENT 1473mm
W073302 1549J   LA DENT 1549mm
W073303 1600J   LA DENT 1600mm
W073304 1651J   LA DENT 1651mm
W073305 1663J   LA DENT 1663mm
W073306 1752J   LA DENT 1752mm
W073307 1854J   LA DENT 1854mm
W073308 1895J   LA DENT 1895mm
W073309 1910J   LA DENT 1910mm
W073310 1956J   LA DENT 1956mm
W073312 1992J   LA DENT 1992mm
W073313 2083J   LA DENT 2083mm
W073314 2210J   LA DENT 2210mm
W073315 2337J   LA DENT 2337mm
W073316 2489J   LA DENT 2489mm

Courroie SPEEDFLEX T1
Courroie plate pour des transmissions étonnamment compactes, 
nécessitant vitesse, souplesse, puisssance, absorption des à-coups. 
Epaisseur : 1,9mm. Vendu au cm.

Code Réf Larg.
W147120 00500 580mm
W147121 00530 580mm
W147122 00560 580mm
W147123 00600 580mm
W147124 00630 580mm
W147125 00670 580mm
W147126 00690 580mm
W147127 00710 580mm
W147128 00730 580mm
W147129 00750 580mm
W147130 00775 580mm
W147131 00800 580mm
W147132 00825 580mm
W147133 00850 580mm
W147134 00875 580mm
W147135 00900 580mm
W147136 00925 580mm
W147137 00950 580mm
W147138 00975 580mm
W147139 01000 580mm
W147140 01030 580mm
W147141 01060 580mm
W147142 01090 580mm
W147143 01120 580mm
W147144 01150 580mm
W147145 01180 580mm
W147146 01215 580mm
W147147 01250 580mm
W147148 01285 580mm
W147149 01320 580mm
W147150 01360 580mm
W147151 01400 580mm
W147152 01450 580mm
W147153 01500 580mm
W147154 01550 580mm
W147155 01600 580mm
W147156 01650 580mm
W147157 01700 580mm
W147158 01750 580mm
W147159 01800 580mm
W147160 01850 580mm
W147161 01900 580mm
W147162 01950 580mm
W147163 02000 580mm
W147164 02060 580mm
W147165 02120 580mm
W147166 02180 580mm
W147167 02240 580mm
W147168 02300 580mm
W147169 02360 580mm
W147170 02430 580mm
W147171 02500 580mm
W147172 02575 580mm
W147173 02650 580mm
W147174 02725 580mm
W147175 02800 580mm
W147176 02900 580mm
W147177 03000 580mm

COURROIES PLATES
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